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[Metric units, kg/kkg of product; English units, lb/1,000 lb of 
product] 

Effluent characteristic 

Effluent limitations 

Maximum 
for any 1 

day 

Average of daily 
values for 30 

consecutive days 
shall not ex-

ceed— 

Ammonia (as N) .................. 0.0045 0.00045 
Nitrate (as N) ....................... 0.17 0.023 

(b) The following limitations estab-
lish the quantity or quality of pollut-
ants which may be discharged in proc-
ess waste water from nitric acid pro-
duction in which all the raw material 
ammonia is in the shipped liquid form: 

[Metric units, kg/kkg of product; English units, lb/1,000 lb of 
product] 

Effluent characteristic 

Effluent limitations 

Maximum 
for any 1 

day 

Average of daily 
values for 30 

consecutive days 
shall not ex-

ceed— 

Ammonia (as N) .................. 0.08 0.008 
Nitrate (as N) ....................... 0.17 0.023 

[41 FR 2388, Jan. 16, 1976, as amended at 42 
FR 16141, Mar. 25, 1977] 

Subpart F—Ammonium Sulfate 
Production Subcategory 

SOURCE: 40 FR 2652, Jan. 14, 1975, unless 
otherwise noted. 

§ 418.60 Applicability; description of 
the ammonium sulfate production 
subcategory. 

The provisions of this subpart apply 
to discharges resulting from the pro-
duction of ammonium sulfate by the 
synthetic process and by coke oven by- 
product recovery. The provisions of 
this subpart do not apply to ammo-
nium sulfate produced as a by-product 
of caprolactam production. 

§ 418.61 Specialized definitions. 

For the purpose of this subpart: 
(a) Except as provided below, the gen-

eral definitions, abbreviations and 
methods of analysis set forth in part 
401 shall apply to this subpart. 

(b) [Reserved] 

§ 418.62 Effluent limitations guidelines 
representing the degree of effluent 
reduction attainable by the applica-
tion of the best practicable control 
technology currently available. 

Except as provided in §§ 125.30 
through 125.32, any existing point 
source subject to this subpart shall 
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best practicable control 
technology currently available (BPT): 
There shall be no discharge of process 
waste water pollutants to navigable 
waters. 

[60 FR 33956, June 29, 1995] 

§ 418.63 Effluent limitations guidelines 
representing the degree of effluent 
reduction attainable by the applica-
tion of the best available tech-
nology economically achievable. 

The following limitations establish 
the quantity or quality of pollutants or 
pollutant properties, controlled by this 
section, which may be discharged by a 
point source subject to the provisions 
of this subpart after application of the 
best available technology economically 
achievable: There shall be no discharge 
of process waste water pollutants to 
navigable waters. 

§ 418.64 [Reserved] 

§ 418.65 Standards of performance for 
new sources. 

The following standards of perform-
ance establish the quantity or quality 
of pollutants or pollutant properties, 
controlled by this section, which may 
be discharged by a new source subject 
to the provisions of this subpart: There 
shall be no discharge of process waste 
water pollutants to navigable waters. 

§ 418.66 Pretreatment standard for 
new sources. 

The pretreatment standard under 
section 307(c) of the Act for a new 
source within the ammonium sulfate 
subcategory which is a user of a pub-
licly owned treatment works and a 
major contributing industry as defined 
in 40 CFR part 128 (and which would be 
a new source subject to section 306 of 
the Act, if it were to discharge pollut-
ants to the navigable waters), shall be 
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the same standard as set forth in 40 
CFR part 128, for existing sources, ex-
cept that, for the purpose of this sec-
tion, 40 CFR 128.121, 128.122, 128.132 and 
128.133 shall not apply. The following 
pretreatment standard establishes the 
quantity or quality of pollutants or 
pollutant properties controlled by this 
section which may be discharged to a 
publicly owned treatment works by a 
new source subject to the provisions of 
this subpart: 

Pollutant or pollutant property Pretreatment standard 

BOD5 .............................................. No limitation. 
TSS ................................................. Do. 
pH ................................................... Do. 
Ammonia (as N) ............................. 30 mg/l. 

§ 418.67 Effluent limitations guidelines 
representing the degree of effluent 
reduction attainable by the applica-
tion of the best conventional pollut-
ant control technology. 

The following limitations establish 
the quantity or quality of pollutants or 
pollutant properties, which may be dis-
charged by a point source subject to 
the provisions of this subpart after ap-
plication of the best conventional pol-
lutant control technology: There shall 
be no discharge of process waste water 
pollutants to navigable waters. 

[44 FR 50742, Aug. 29, 1979] 

Subpart G—Mixed and Blend 
Fertilizer Production Subcategory 

SOURCE: 40 FR 2652, Jan. 14, 1975, unless 
otherwise noted. 

§ 418.70 Applicability; description of 
the mixed and blend fertilizer pro-
duction subcategory. 

The provisions of this subpart are ap-
plicable to discharges resulting from 
the production of mixed fertilizer and 
blend fertilizer. 

§ 418.71 Specialized definitions. 
For the purpose of this subpart: 
(a) Except as provided below, the gen-

eral definitions, abbreviations and 
methods of analysis set forth in 40 CFR 
part 401 shall apply to this subpart. 

(b) The term mixed fertilizer shall 
mean a mixture of wet and/or dry 
straight fertilizer materials, mixed fer-
tilizer materials, fillers and additives 

prepared through chemical reaction to 
a given formulation. 

(c) The term blend fertilizer shall 
mean a mixture of dry, straight and 
mixed fertilizer materials. 

§ 418.72 Effluent limitations guidelines 
representing the degree of effluent 
reduction attainable by the applica-
tion of the best practicable control 
technology currently available. 

Except as provided in §§ 125.30 
through 125.32, any existing point 
source subject to this subpart shall 
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best practicable control 
technology currently available (BPT): 
There shall be no discharge of process 
waste water pollutants to navigable 
waters. 

[60 FR 33957, June 29, 1995] 

§ 418.73 Effluent limitations guidelines 
representing the degree of effluent 
reduction attainable by the applica-
tion of the best available tech-
nology economically achievable. 

The following limitations establish 
the quantity or quality of pollutants or 
pollutant properties, controlled by this 
section, which may be discharged by a 
point source subject to the provisions 
of this subpart after application of the 
best available technology economically 
achievable: There shall be no discharge 
of process waste water pollutants to 
navigable waters. 

§ 418.74 [Reserved] 

§ 418.75 Standards of performance for 
new sources. 

The following standards of perform-
ance establish the quantity or quality 
of pollutants or pollutant properties, 
controlled by this section, which may 
be discharged by a new source subject 
to the provisions of this subpart: There 
shall be no discharge of process waste 
water pollutants to navigable waters. 

§ 418.76 Pretreatment standard for 
new sources. 

The pretreatment standard under 
section 307(c) of the Act for a new 
source within the mixed and blend fer-
tilizer subcategory which is a user of a 
publicly owned treatment works and a 
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